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Item Description QTY 

1 Injector Plate 1 

2 Injector Plate Gasket 2 

3 Carburetor Stud (sold separately) 0 

4 Solenoid Bracket 2 

5 4AN x 1/8 NPT Fitting (Blue) 1 

6 Flare Jet Assortment See Packaging 

7 4AN x 1/8 NPT Fitting (Red) 4 

 
  



INSTALLATION 
 

1. Remove the carburetor inlet ducting and air cleaner 
2. Disconnect the throttle linkage from carburetor 
3. Disconnect the fuel line from the carburetor 
4. Remove the carburetor 
5. Remove the stock carburetor studs 
6. Install the extended carburetor studs 
7. Install the injector and gaskets on the intake manifold 
8. Install the carburetor 
9. Connect the throttle linkage 

 
NITROUS SOLENOID INSTALLATION 
 

1. Clamp the nitrous solenoid base in a bench vise 
2. Install the nitrous filter fitting in the inlet port of the nitrous solenoid 
3. Install the 4AN x 1/8 NPT fitting in the outlet port of the nitrous solenoid 
4. Remove the nitrous solenoid assembly from the vise 
5. Attach the solenoid mounting bracket to the nitrous solenoid 
6. Loosely mount the nitrous solenoid near the base of the carburetor on the nitrous end of the injector plate 
7. Install the proper nitrous jet in the injector plate, with the beveled edge out. Connect the nitrous solenoid to 

the injector plate with the 4AN x 3AN hose 
8. Tighten the solenoid mount 

 
FUEL SOLENOID INSTALLATION 
 

1. Clamp the fuel solenoid base in a bench vise 
2. Install the inline fuel filter in the inlet port of the fuel solenoid 
3. Install the 4AN x 1/8 NPT fitting in the outlet port of the fuel solenoid 
4. Remove the fuel solenoid assembly from the vise 
5. Attach the solenoid mounting bracket to the fuel solenoid 
6. Loosely mount the fuel solenoid near the red end of the injector plate 
7. Install the proper fuel jet in the injector plate, with the beveled edge out 
8. Connect the outlet port of the fuel solenoid to the injector plate using the 4AN x 3AN hose 
9. Tighten the solenoid mount 

 

HP Gain Nitrous Jet Fuel Jet Timing Adjustment 

100 59 59 3-5 

125 62 62 4-5 

150 71 71 5-7 

160 75 75 5-7 

175 81 81 6-8 

180 86 86 6-8 

 


