
INSTALLATION METHOD FOR STEERING BOX 
 

PCE500.1005 
 

  



CAUTION: Instructions are for 1955-1957 floor shift applications only. Column shift cars will require modifications not 
covered in this manual.  
 
NOTE: On ram assistant style power steering applications, a drag link adapter will be needed. 
 

INSTALLALTION 
 
REMOVAL PROCESS 

 For cars with factory steering box and column. Remove steering wheel from column. Remove pitman arm from 
original steering box. Remove bolts attaching factory column tube to dash. Remove bolts holding original 
steering box and remove entire box and shaft from car. If you are reusing your stock column, existing column 
tube will need to be cut back flush to the firewall. 

 
NOTE: For cars with factory style ram assist power steering, the ram assembly, control valve and pump must be 
removed. The factory pump will not provide enough pressure for the new box. 
 

 Cars with aftermarket columns and / or power steering. Disconnect coupler at steering box. For power boxes 
remove power steering hoses. Disconnect pitman arm from box. Remove bolts holding original steering box and 
remove it from car.  

 The steering box is designed to bolt directly to existing frame mounts and reuse factory pitman arm. Due to 
their age and 50-year-old manufacturing tolerances some cars may require a very slight modification of the 
frame and / or inner fender for proper clearance. 

 
INSTALLATION PROCESS 

 Bolt the new steering box to the frame. Check that the front of the steering box is not making contact with the 
frame. If the box is making contact, the edge of the frame may have to be altered slightly to allow proper 
clearance.  

 
CAUTION: Do not grind or alter the steering box. 
 

 Connect the proper rag joint coupler to the new steering box then connect the replacement column shaft or 

aftermarket column. Steering column must be securely mounted to the dash and floor. Reattach stock column 

tube and replace steering wheel. Tighten all bolts, set screws, and lock nuts. 

CAUTION: Do not drill input shaft.  
 

 Install original pitman arm to the new pitman shaft and tighten nut. 

 Install the proper power steering pump mounting bracket for your application and then install power steering 
pump and pulley. 

 Connect power steering hoses (The low pressure line is the 16mm port closest to the rag joint). Insure that the 
fittings are sealed and properly tightened and then slowly fill the pump with power steering fluid. 

 
CAUTION: Do not use transmission fluid. 
 

 While the engine is running, check new system for leaks and bleed off any air trapped in the system by slowly 
turning the wheel full left to full right with the wheels off the ground. Be sure to keep fluid full. 

 
NOTE: It is recommended to get a complete alignment. 


