
Welcome to the Speedmaster Team
Warning! These instructions must be read and fully understood before beginning the installation. Failure to follow  
  these instructions may result in poor performance, vehicle damage, personal injury, or death. If these  
  instructions are not fully understood, installation should not be attempted.

Installation Instructions
Torque Converters

Installation Instructions
SAFETY GUIDELINES
This installation begins with common sense! if the installation is not performed with the aid of a full size chassis lift, it 
is highly recommended that you support the vehicle with four heavy duty jack stands, one at each corner. The vehicle 
should be positioned on hard, flat and level surface (asphalt in the summer can be very dangerous).

Never use a bumper or scissors jack for support of your vehicle! 

Safety first, Always wear safety glasses.

Have some help available when the transmission and torque converter assembly is ready to be removed from the 
vehicle. It is heavy and care should be taken to avoid injury.

Make sure to flush out the cooler and cooler lines. The best way to accomplish this is to use a high quality transmission 
flush available from a local auto parts supply outlet. At this time, you may consider rebuilding your transmission. Several 
rebuild kits are available.

Check universal joints and transmission joints for wear and tear and replace if needed

ITEMS NEEDED AND SUGGESTIONS FOR INSTALLATION

4 Jack Stands
12 quarts needed Dexron II (or equivalent)
Hydraulic Jack
U-Joints
Transmission Mount
Transmission Rebuild Kit
Transmission Cooler
Penetrating Oil
Transmission Jack
Transmission Cradle
Drain Pan
Hand Tools
Straight Edge
Tape Measure or Ruler
Service Manual, Vehicle Specific
A Helper
Wheel Chocks
Support for Engine (additional jack stand or jack)
A Chassis Lift
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Torque Converters

NOTE A: With the transmission and torque converter removed from the vehicle. It is time to take a measurement for 
reference purposes to ensure for proper engagement of the pump drive of the new transmission, measure back to the 
torque converter and record this dimension, the replacement units should measure the same.

1. Add one quart of Dexron III (or equivalent) into the torque converter, apply a light film of the transmission fluid to the 
pump drive hub and lube the front pump seal. this will also pre-lube the bearings and bushings.

2. Guide the torque converter onto the input shaft. Rotate the torque converter and apply force until it engages the 
pump. You should notice a little drag as it engages. As in Note A, repeat the process of measuring the distance to the 
torque converter from the transmission mounting surface, This should match your dimension from Note A.

3. Slide the transmission onto the dowel pins and install the transmission-to-engine block bolts. Do not attempt to pull 
the transmission into place using and of the transmission bolts, you will crake the case!

4. With the transmission secured in place slide the torque converter forward against the flexplate a minimum of 1/8” to 
a maximum of 3/16”. (Figure 1) Spin the torque converter, it should spin freely, If it does not the converter is probably 
not fully engaged into the front pump. Now bolt the torque converter to the flexplate.

5. Now with everything replaced and secured, you can now add 4 quarts of Dexron III (or equivalent) to the transmission 
placed in park you can now start the engine. Add transmission fluid until the dipstick shows you are a quart low. Let the 
transmission operate for a few minutes, during this time check for leaks.

6. While the vehicle is still on the jack stands with engine idling, shift the transmission to reverse and allow the wheels 
to rotate. Apply the brakes before shifting the transmission from reverse. Damage could occur to the park pawl! After a 
5 minute run-time, shift to park, applying the brakes first.

7. Lower the vehicle to the ground, start the engine, check the fluid level, and add fluid to the full mark. (Figure 2)


